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<0 (57) Abstract: The invention relates to a mine vehicle and a method of preventing a mine vehicle from colliding. The mine vehicle 
^ (1) includes at least one scanner (13, 14) to scan the environment in front of the vehicle. On the basis of the scanning, an obstacle-free 
Q route is determined whose outermost points in a sideward direction are stored as memory points (21). At least one sideward safe 
^ area (15b) has been predetermined around the vehicle (1). A control system checks that no memory point (21) resides within the 
safe area (15b). 



WO 2004/086084 Al I Hill IIIIIDI II llllil illll Hill IIIII llll I II III lllll lllll 11)11 lllll IIIII llll Hilly |||| |||| HII 



Declarations under Rule 4.17: 

— as to applicant's entitlement to apply for and be granted 
a patent (Rule 4.17(H)) for the following designations AE, 
AG, AL, AM, AT, AU, AZ, BA, BB, BG, BR, BW, BY, BZ, 
CA, CH, CN, CO, CR, CU, CZ, DE, DK, DM, DZ, EC, EE, 
EG, ES, El, GB, GD, GE, GH, GM, HR, HU, ID, 1L, IN, IS, 
JP, KE, KG, KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA, 
MD, MG, MK, MN, MW, MX, MZ, NA, Nl, NO, NZ, OM, 
PG, PH, PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SY, TJ, 
TM, TN, TR, TT, TZ, UA, VG, UZ, VC, VN, YU, ZA, ZM, 
ZW, AR1PO patent (BW, GH, GM, KE, LS, MW, MZ, SD, 
SL, SZ, TZ, VG, ZM, ZW), Eurasian patent (AM, AZ, BY, 
KG, KZ, MD, RU, TJ, TM), European patent (AT, BE, BG, 



CH, CY, CZ, DE, DK, EE, ES, El, ER, GB, GR, HU, IE, IT, 
LU, MC, NL, PL, PT, RO, SE, SI, SK, TR), OAP1 patent (BE, 
BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, 
TD, TG) 

— of inventorship (Rule 4J7(iv))for US only 
Published: 

— with international search report 

For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCT Gazette. 



